
Description
This element is one of the most used in different field of application, it engage 
a leading role in the meteorological field, which can be correlated to other 
meteorological components, and it’s used has a compensation data for 
structural monitoring.
The WE710 temperature sensor is an instrument suited for measuring 
temperature in different applications:
air, liquid, walls, stones, embedded in concrete, inserted into the ground etc.
The WE710 temperature sensor consists in a stainless steel housing that allow 
his use in all environments.
SIM has developed an adequate protection for all above situations, which, 
has the capability to assure long longevity to the sensor, without changing the 
sensible element features
For external applications SIM also provide, upon request, a solar shield, required 
for accurately measure temperature, the sensor should be shielded from direct 
sunlight or precipitation and it should be adequately ventilated.
Every sensor is provided with a calibration certificate that attests the results of 
the test performed and all electromechanical features.
Manual read out with DATAVIEW.
Automatic read out with MINILOG, MYLOG.
Readout units with NATUN.

Applications
Temperature measurement for internal and external mounting.

WE710
Temperature sensor



SIM STRUMENTI SNC reserves the right to make any kind of design or functional modification without prior noticeSIM STRUMENTI S.N.C. di Busel Yeouda & C. – Via Merendi 42, 20007 CORNAREDO (MI) – ITALY
Tel: +39 0297003039  - Fax: +39 0297290167 - www.simstrumenti.com - info@simstrumenti.com

ED
-0
6/
22

Range
Accuracy
Consumption
Material
Dimensions**
Protection

Stainless steel
Ø8 x 30 mm

IP65

Technical features

WE710
Temperature sensor

WE710-PT WE710-42 WE710-AN WE710-CNModel
Supply 1 mA 10-30 Vcc 5-30 Vcc 5-30 Vcc

μA/K
K= °C+273.1

-100 ÷ 104°C Adjustable* -50 ÷ 105°C
1/3 DIN 0.25 °C 0.3 °C 0.1 °C

1 mA 30 mA 0.3 mA 0.3 mA

Accessories
WE710-AX-SSH1Solar shield

Output 100 Ω a 0 °C 4-20mA

*
**

The range cannot be changed in the field, please specify range when you order.
In WE710-42 model the 4-20mA transmitter is housed in a rugged enclosure in polyester 
glass fibers reinforced, IP65 dimension 55X55X38mm.

-40 ÷ 110°C

10mV/°C


